
Schematic & Dimensions

Features

Pressure Switch
Model:  LF-PS10-1, LF-PS10-2,

LF-PS40-1,LF-PS40-2, LF-PS120-1, LF-PS120-2

Maximum 
adjustment 
pressure range 

LF-PS10-1 / LF-PS10-2: 4-20psi. 
LF-PS40-1 / LF-PS40-2: 10-100psi. 
LF-PS120-1 / LF-PS120-2: 10-200psi. 

Factory setting 

LF-PS10-1 / LF-PS10-2: 4-8psi. 
LF-PS40-1: operates at decreasing 
pressure at 30psi.  
LF-PS40-2: operates at increasing pressure 
at 50psi and decreasing pressure 30psi. 
LF-PS120-1: operates at decreasing 
pressure at 110psi. 
LF-PS120-2: operates at inc
pressure at 130psi and decreasing
pressure 110psi.  

Approximate 
Differential 

LF-PS10-1 / LF-PS10-2: 3psi throughout 
range. 
LF-PS40-1 / LF-PS40-2: 3psi @ 10psi & 
6psi @ 100psi. 
LF-PS120-1 / LF-PS120-2: 3psi @ 10psi 
& 9psi @ 200psi. 

Contact Rating 10A @ 125/250VAC, 2.5A @ 30VDC. 
IP67 

 

reasing 

121 / 4.75

65 / 2.56
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outgoing incoming
An uninsulated section of a single
conductor should not be looped
around the terminal & serve as

two separate connections

To Fire
Alarm Panel

Local
Annunciator
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In line with our policy of continuous product improvement LIFECO reserves the right to modify specifications without prior notice.


