Angle Hose Valve
Model No: LF-AH-15/20/25/30

Description

e 300lb. Rated
e Used with a Fire Hose Rack Assembly or as a
Fire Department outlet connection
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Description

e 300Ib. Rated
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e Used with a Fire Hose Rack Assembly or as a
Fire Department outlet connection

e Double Female. e Female x Males
e Standard equipment: Female NPT inlet and outlet e Standard equipment: Female NPT inlet x male hose thread
forge brass valve e Qutlet forge brass valve
e Red hand wheel e Red hand wheel
e Thread: 1% FNPT x FNPT & 2% FNPT x FNPT e Thread: 1A% FNPT x MNPT & 2AY% FNPT x MNPT
Model Size A B C D E Model Size A B C D
LF-AH-15 1% x 1% 100 50 66 119 145 LF-AH-20 1% x 1% 100 50 66 119
LF-AH-25 2% x 2% 127 68 84 157 200 LF-AH-30 2% x 2% 127 68 84 157
Material & Technical Specification
No. Description Material
1 Body ASTM B283 C37700
2 Nut ASTM B283 C37700
3 Washer 304
= 4 Seat Seal EPDM (A70)
& 5  Holder C37700
a 6 Set Screw 304
”é 7 Lock Nut ASTM B283 C37700
g 8 O-ring EPDM (A70)
9 Bonnet ASTM B283 C37700
10 Stem ASTM B283 C37700
11 Lock Nut ASTM B283 C37700
. 12 O-ring EPDM (A70)
13 Handle Wheel ZL 102
14 Wheel washer 304

15 Wheel Nut

ASTM B283 C37700

In line with our policy of continuous product improvement LIFECO reserves the right to modify specifications without prior notice.
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