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QXXW.EX27552 - CENTRIFUGAL FIRE PUMPS,
VERTICAL TURBINE

Centrifugal Fire Pumps, Vertical Turbine
See General Information for Centrifugal Fire Pumps, Vertical Turbine

LICHFIELD FIRE & SAFETY EQUIPMENT CO LTD EX27552
UNIT 8, CALIBRE INDUSTRIAL PARK
LACHES CLOSE FOUR ASHES
WOLVERHAMPTON, WV10 7DZ UNITED KINGDOM

Rated
Capacity

gpm
Model

Dsg

Rated Net
Pressure Range

psi

Approx
Speed
rpm Stages

200 LFP-200-70VT 40-289 1480 2-12

200 LFP-200-70VT 48-348 1760 2-10

200 LFP-200-30VT 60-305 2900 2-6

200 LFP-200-30VT 63-323 2980 2-6

200 LFP-200-30VT 64-327 3000 2-6

200 LFP-750-70VT 40 - 248 1480 2-10

250 LFP-250-70VT 40-290 1480 2-12

250 LFP-250-70VT 48-345 1760 2-10

250 LFP-250-30VT 60-299 2900 2-6

250 LFP-250-30VT 63-317 2980 2-6

250 LFP-250-30VT 64-321 3000 2-6

250 LFP-750-70VT 40 - 248 1480 2-10

250 LFP-750-70VT 48 - 351 1760 2-10

300 LFP-300-70VT 40-290 1480 2-12

300 LFP-300-70VT 47-341 1760 2-10

300 LFP-300-30VT 58-295 2900 2-6

300 LFP-300-30VT 61-312 2980 2-6

300 LFP-300-30VT 62-316 3000 2-6

300 LFP-750-70VT 40 - 247 1480 2-10

300 LFP-750-70VT 48 - 351 1760 2-10

400 LFP-400-70VT 40-283 1480 2-12
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400 LFP-400-70VT 46-336 1760 2-10

400 LFP-400-30VT 54-285 2900 2-6

400 LFP-400-30VT 57-302 2980 2-6

400 LFP-400-30VT 58-306 3000 2-6

400 LFP-750-70VT 40 - 244 1480 2-10

400 LFP-750-70VT 46 - 349 1760 2-10

450 LFP-450-70VT 40-279 1480 2-12

450 LFP-450-70VT 45-333 1760 2-10

450 LFP-450-30VT 52-279 2900 2-6

450 LFP-450-30VT 56-296 2980 2-6

450 LFP-450-30VT 56-300 3000 2-6

450 LFP-750-70VT 40 - 241 1480 2-10

450 LFP-750-70VT 44 - 347 1760 2-10

500 LFP-500-70VT 40-276 1480 2-12

500 LFP-500-70VT 44-331 1760 2-10

500 LFP-500-30VT 49-273 2900 2-6

500 LFP-500-30VT 53-290 2980 2-6

500 LFP-500-30VT 54-294 3000 2-6

500 LFP-750-70VT 40 - 236 1480 2-10

500 LFP-750-70VT 44 - 343 1760 2-10

750 LFP-750-70VT 40 - 320 1760 2-10

750 LFP-1500-80VT 42 - 254 1480 2-8

750 LFP-750-70VT 40-253 1480 2-12

750 LFP-750-70VT 40-309 1760 2-10

750 LFP-750-80VT 43-306 1480 2-10

750 LFP-750-80VT 62-359 1760 2-8

750 LFP-750-30VT 72-79 2900 2

750 LFP-750-30VT 108-119 2900 3

750 LFP-750-30VT 144-159 2900 4

750 LFP-750-30VT 180-198 2900 5

750 LFP-750-30VT 216-238 2900 6

750 LFP-750-30VT 150-166 2950 4

750 LFP-750-30VT 187-207 2950 5
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750 LFP-750-30VT 225-249 2950 6

750 LFP-750-30VT 83-87 3000 2

750 LFP-750-30VT 117-130 3000 3

1000 LFP-1000-70VT 56.00 1480 3

1000 LFP-1000-70VT 73.00 1480 4

1000 LFP-1000-70VT 88.00 1480 5

1000 LFP-1000-70VT 112.00 1480 6

1000 LFP-1000-70VT 131.00 1480 7

1000 LFP-1000-70VT 145.00 1480 8

1000 LFP-1000-70VT 160.00 1480 9

1000 LFP-1000-70VT 187.00 1480 10

1000 LFP-1000-70VT 203.00 1480 11

1000 LFP-1000-70VT 218.00 1480 12

1000 LFP-1000-70VT 102.00 1450 6

1000 LFP-1000-70VT 117.00 1450 7

1000 LFP-1000-70VT 174.00 1450 10

1000 LFP-1000-70VT 189.00 1450 11

1000 LFP-1000-70VT 57 1760 2

1000 LFP-1000-70VT 80 1760 3

1000 LFP-1000-70VT 106 1760 4

1000 LFP-1000-70VT 133 1760 5

1000 LFP-1000-70VT 160 1760 6

1000 LFP-1000-70VT 189 1760 7

1000 LFP-1000-70VT 218 1760 8

1000 LFP-1000-70VT 247 1760 9

1000 LFP-1000-70VT 276 1760 10

1000 LFP-1000-70VT 58 1780 2

1000 LFP-1000-70VT 87 1780 3

1000 LFP-1000-70VT 116 1780 4

1000 LFP-1000-70VT 145 1780 5

1000 LFP-1000-70VT 175 1780 6

1000 LFP-1000-70VT 204 1780 7

1000 LFP-1000-70VT 233 1780 8
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1000 LFP-1000-70VT 262 1780 9

1000 LFP-1000-70VT 291 1780 10

1000 LFP-1000-80VT 40-287 1480 2-10

1000 LFP-1000-80VT 59-343 1760 2-8

1000 LFP-1000-90VT 57-328 1480 2-7

1000 LFP-1000-90VT 85-337 1760 2-5

1000 LFP-1500-80VT 40 - 244 1480 2-8

1000 LFP-1500-80VT 58 - 355 1760 2-8

1000 LFP-2000-90VT 58 - 239 1480 2-5

1250 LFP-1250-80VT 40-273 1480 2-10

1250 LFP-1250-80VT 54-330 1760 2-8

1250 LFP-1250-90VT 55-317 1480 2-7

1250 LFP-1250-90VT 80-329 1760 2-5

1250 LFP-1500-80VT 40 - 225 1480 2-8

1250 LFP-1500-80VT 54 - 341 1760 2-8

1250 LFP-2000-90VT 56 - 230 1480 2-5

1250 LFP-2000-90VT 80 - 335 1760 2-5

1500 LFP-1500-80VT 84-254 1480 4-10

1500 LFP-1500-80VT 60-76 1480 3

1500 LFP-1500-80VT 49-312 1760 2-8

1500 LFP-1500-90VT 52-309 1480 2-7

1500 LFP-1500-90VT 78-314 1760 2-5

1500 LFP-1500-80VT 58 - 317 1760 2-8

1500 LFP-2000-90VT 52 - 225 1480 2-5

1500 LFP-2000-90VT 78 - 325 1760 2-5

2000 LFP-2000-90VT 72 - 312 1760 2-5

2000 LFP-2000-90VT 71-82 1480 2

2000 LFP-2000-90VT 100-123 1480 3

2000 LFP-2000-90VT 133-165 1480 4

2000 LFP-2000-90VT 167-288 1480 5-7

2000 LFP-2000-90VT 96-118 1450 3

2000 LFP-2000-90VT 128-157 1450 4

2000 LFP-2000-90VT 72-302 1760 2-5
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Certified and covered
under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide
Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their entirety and in a non-
misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory
with permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice
in the following format: "© 2019 UL LLC"
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