Fire Detection and Alarm System Cables
FPLR Type

Applications

LIFECO fire cables are specifically designed for critical applications including fire detection and fire alarm systems for
buildings, voice alarm systems and emergency voice communication, emergency and escape lighting, and control
circuits for fire safety and firefighting systems. These cables are UL Listed and comply with UL 1424, ensuring reliable
performance and circuit integrity during emergency situations.

Standards

Conductor

Insulation
Al/PET Tape

Drain Wire

Sheath

UL1581 Material Standard

UL2556 Physical Characteristics Test Standard
UL1685 Flame Retardant Test Standard
UL1666 Flame Retardant Test Standard
uL1424 Product Standard

Construction

Conductor Material
Conductor Surface
Core Insulation Material
Drain Material

Screen Material
Material outer sheath

Cable shape

Colours

Insulation Identification:
Two Cores: @ @
Three Cores: @ @ ©

FourCores: ® @ @ ©
Sheath: Red or White

Bare Copper
Solid

PVC

Tinned Copper
Aluminium Foll
PVC

Round

In line with our policy of continuous product improvement LIFECO reserves the right to modify specifications without prior notice
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Fire Detection and Alarm System Cables

FPLR Type

Characteristics léll.
[ Details | Fire Alarm Cable 75°C Fire Alarm Cable 105 °C

Nominal Voltage Uo0/U 300/500V Uo/U 300/500V

Operation Temperature -20°C ~ +75°C -20°C ~ +105°C

Installation Temperature 0°C ~ +60°C 0°C ~ +90°C

Minimum Bending Radius 8xD 8xD

Fire Power Limited Cable Type FPL, FPLR Type FPLR

Fire Flame Retardant IEC 60332-1-2 IEC 60332-1-2

Technical Data

Temperature No. of DCR@20° C Weight
Number Cores CS [mmz] [Q/km] [kg/km]

LF012075 18AWG 18.1

LF152075 2 16AWG 6.5 12.1 64

LF252075 2 14AWG 74 7.41 88

o LF013075 3 18AWG 6.0 18.1 60
75°C LF153075 3 16AWG 7.1 12.1 84

Operation

LF253075 3 14AWG 8.0 7.41 119

LF014075 4 18AWG 6.6 18.1 76
LF154075 4 16AWG 7.7 12.1 106
LF254075 4 14AWG 8.8 7.41 150

LF012105 2 18AWG 5.4 214 41

LF152105 2 16AWG 6.5 135 60

LF252105 2 14AWG 7.2 8.45 75

For LF013105 3 18AWG 5.8 214 52
Olz:t?on LF153105 3 16AWG 74 13.5 75
LF253105 3 14AWG 8.0 8.45 110

LF014105 4 18AWG 6.6 214 65

LF154105 4 16AWG 7.7 13.5 95
LF254105 4 14AWG 8.8 8.45 135

Packing

* 100m Coil with Box ¢ 100m/300m/500m Wooden Drum with Pallet
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